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Precautions for Correct Use

‘ Intended uses

Omron Companies shall not be responsible for conformity with any standards, codes or regulations which
apply to the combination of the Product in the Buyer’s application or use of the Product. At Buyer’s request,
Omron will provide applicable third party certification documents identifying ratings and limitations of use
which apply to the Product. This information by itself is not sufficient for a complete determination of the
suitability of the Product in combination with the end product, machine, system, or other application or use.
Buyer shall be solely responsible for determining appropriateness of the particular Product with respect to
Buyer’s application, product or system. Buyer shall take application responsibility in all cases.

NEVER USE THE PRODUCT FOR AN APPLICATION INVOLVING SERIOUS RISK TO LIFE OR
PROPERTY WITHOUT ENSURING THAT THE SYSTEM AS A WHOLE HAS BEEN DESIGNED TO
ADDRESS THE RISKS, AND THAT THE OMRON PRODUCT(S) IS PROPERLY RATED AND INSTALLED
FOR THE INTENDED USE WITHIN THE OVERALL EQUIPMENT OR SYSTEM.

Software License Terms

Installation of the software to the User's computer constitutes the User's full acceptance of the
following software license agreement. If the User does not agree, the User shall refrain from installing the
Software.

1.WARRANTY

(1) The warranty period for the Software is one year from the date of purchase, unless otherwise specifically
agreed.

(2) If the User discovers defect of the Software (substantial non-conformity with the manual), and return it to
OMRON within the above warranty period, OMRON will replace the Software without charge by offering
media or download from OMRON’s website. And if the User discovers defect of media which is
attributable to OMRON and return it to OMRON within the above warranty period, OMRON will replace
defective media without charge. If OMRON is unable to replace defective media or correct the Software,
the liability of OMRON and the User’s remedy shall be limited to the refund of the license fee paid to
OMRON for the Software.

2.LIMITATION OF LIABILITY

(1) THE ABOVE WARRANTY SHALL CONSTITUTE THE USER’S SOLE AND EXCLUSIVE REMEDIES
AGAINST OMRON AND THERE ARE NO OTHER WARRANTIES, EXPRESSED OR IMPLIED,
INCLUDING BUT NOT LIMITED TO, WARRANTY OF MERCHANTABILITY OR FITNESS FOR
PARTICULAR PURPOSE. IN NO EVENT, OMRON WILL BE LIABLE FOR ANY LOST PROFITS OR
OTHER INDIRECT, INCIDENTAL, SPECIAL OR CONSEQUENTIAL DAMAGES ARISING OUT OF USE
OF THE SOFTWARE.

(2) OMRON SHALL HAVE NO LIABILITY FOR DEFECT OF THE SOFTWARE BASED ON
MODIFICATION OR ALTERNATION TO THE SOFTWARE BY THE USER OR ANY THIRD PARTY.

(3) OMRON SHALL HAVE NO LIABILITY FOR SOFTWARE DEVELOPED BY THE USER OR ANY THIRD
PARTY BASED ON THE SOFTWARE OR ANY CONSEQUENCE THEREOF.
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3. APPLICABLE CONDITIONS
USER SHALL NOT USE THE SOFTWARE FOR THE PURPOSE THAT IS NOT PROVIDED IN THE
ATTACHED USER MANUAL.

4. CHANGE IN SPECIFICATION
The software specifications and accessories may be changed at any time based on improvements and
other reasons.

5. ERRORS AND OMISSIONS
The information in this manual has been carefully checked and is believed to be accurate; however, no
responsibility is assumed for clerical, typographical, or proofreading errors, or omissions.
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Refusal

1. Any diversion of all or part of the contents of the software and this manual without permission is strictly
prohibited.

2. The contents of the software and the document may change in the future, without notice.

3. We have made every effort to make the contents of the software and the document complete, however, if
you notice an error or other points by any chance, please let us know.

4. Some screens shown in this software may differ from the actual ones.

5. This software is dedicated to the UPS devices sold by OMRON.

PowerAttendant® is a registered trademark of Omron Corporation.

Microsoft, Internet Explorer, and Windows are the registered trademarks or trademarks of United States
Microsoft Corporation in the United States and other countries.

Other company names and product names mentioned are the trademarks or registered trademarks
belong to their respective owners.

© OMRON Corporation. 2017 - 2018 All Rights Reserved
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How to Use this Manual

Using notations in the manual

The signs, terminology, and quotation marks below are used in the manual.

Notations Meaning

<Caution> Indicates a point the user is requested to observe or an item requiring attention
during operation is described. Carefully read the description and be sure to do as
instructed.

<Hint> Indicates that useful information or information giving some hint is described.

Also indicates that pages where related information is described or other manuals
etc are described.

This product Indicates OMRON "PowerAttendant® Lite" (PAL).

[1 Among the items displayed on window, the items to be operated (buttons to be
clicked, etc.) are written.

Example: [Next >] button.

" Among the items displayed on screen, the window name and setting value are

written.
Example: “Shutdown Parameter” tab
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1. Function Overview

1. Function Overview

The automatic shutdown software PowerAttendant Lite (hereafter called as "this product”) monitors the
UPS unit (hereafter called as the "UPS") connected to the computer at all times and shuts down the
computer normally when an AC line failure (such as a power outage) to prevent damage to the OS or hard
disk unit.

This product has the following features.

1-1 Main features

m Automatic computer shutdown

When an AC line failure (such as a power outage) occurs, terminates the application software and OS and
powers off the UPS. Datas and softwares are protected safely in occurrence of abnormality too.

m Monitoring UPS Status

Monitors the status of the UPS and records a log of monitoring results into the computer.

m Control of the UPS

Possible to set schedule action, shutdown immediately operation, self test, and UPS.

m Control of Computers on Network

By using the script function, when shutting down the computer due to such a cause as an AC line failure,
possible to shut down other computers on the network.
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1. Function Overview

1-2 Operation Procedures

Take the following procedure to start operating this product. See the corresponding page about operation
procedures.

UPS Setting Set a UPS correctly by referring a manual of each UPS.

Connection of UPS to Connect the UPS to your computer with a USB or RS232C

cable.

Install Install this product in the computer.
Startup Start up this product and log in to the Agent.

Computer

Set up this product.

Operation Check

Perform a shutdown operation check test.

Start operation Start operation.
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1. Function Overview

1-3 System configuration example

This section describes a system configuration for controlling the UPS and the computer by using this
product.

m The UPS is connected to the computer.

If a shutdown event such as an AC line failure and schedule action,
the computer and the UPS are automatically shut down.

1senbay umopinys
1senbay umopinys

USB / RS2326 (S8BH-CO1)
PowerCable I \l

I_
o83

£
-

o]
N

:
inal

DC Power Supply S8BA Industrial Panel Computer

PowerCable

Connection example: S8BA-24D24D120LF
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1. Function Overview

1-4 Operation flow

Shutdown operation in the event of an AC line failure goes on according to the following flow.

An AC line failure

|
‘ This product detects an AC line failure in UPS. ‘

|
‘ Counting the shutdown AC Fail Delay Time is started. ‘

!

‘ Application software is terminated. ‘
!
‘ OS is shut down. ‘

|
‘ UPS is stopped. ‘

1-5 Software structure

This product consists of the Agent, the task tray icon, and the Monitor screen.

* Agent
Monitors the UPS status by staying resident in the computer.

* Task tray icon

Displays the UPS status with an icon by staying resident in the task tray provided by the OS.

» Monitor screen

Helps check the statuses of the UPS and the computer and set up this product.
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1. Function Overview

1-6 Types of shutdown

When an error such as an AC line failure and communication error is detected, and on the date set with a
schedule,
the computer is shut down automatically according to the settings.

This product provides the following types of shutdown operation.

Types of Shutdown

Description

AC line Failure Shutdown

Execute shutdown when an AC line failure occurs (such as a power
outage, voltage fluctuation, and frequency change).

Schedule Shutdown

Execute shutdown according to the preset schedule.

Shutdown Immediately

Execute shutdown through manual operation by the user. According

to the sequence in the shutdown parameter settings, the OS can be

shut down or the UPS can be stopped automatically.

* When shutdown operation is executed with this operation, the UPS
must be rebooted by turning on/off the power switch on the UPS
main unit.

Emergency Shutdown

If the battery level of the UPS becomes low (Battery Low state) when
an AC line failure occurs, cancel all the set operations and bring the
OS into the hibernate state. (Execute shutdown in an environment
that does not allow hibernation.)

* No script is executed during this operation.

AC Fail Delay Time Cancel
Shutdown

During "AC Fail Delay Time" for an AC line failure, if the battery level
of the UPS becomes lower than the sum of the set times ("Shutdown
Start Delay Time" + "Script Execution Time" + "Shutdown Need

Time"), cancel the AC Fail Delay Time operation and start shutdown.

Shutdown at the time of
abnormality occurrence

Execute shutdown if an error occurs in the UPS.

Shutdown at the time of warning
occurrence

Execute shutdown if a warning occurs in the UPS.

Communication Error Shutdown

Execute shutdown if an error occurs in the communication with the
UPS.

<Hint>

* "Shutdown parameter settings" — See "4-4 Shutdown Parameter Setting" p.17.

* The following types of shutdown are set in "Shutdown Option setting".

Emergency Shutdown, AC Fail Delay Time Cancel Shutdown, Abnormality Occurrence Shutdown,

Warning Occurrence Shutdown, Communication Error Shutdown

* "Shutdown Option Settings" — See "Shutdown Option Setting" p.30.
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1. Function Overview

m Shutdown flow

Shutdown is executed according to the flow shown below.

UPS

An AC line failure
occurs.

<L
AC Fail Delay Time

D

Shutdown
Start Delay
Time

Dt

Script
Execution Time

-

Shutdown Need
Time

@

UPS is stopped.

>
0
L
>
@D
-
o)
=
@D
< %
3 g
3 rof
[ (@)
S -
w [
%;_ 3
) D
©

=

3

@D

Item name Description

D | AC Fail Delay Time Period of time from when this product detects an AC line failure

until it starts shutdown processing (period of time to wait and see if

the power condition recovers).

* |f you set the AC Fail Delay Time long without taking into account
the possible UPS backup time, the battery may finish, causing
the UPS to stop before the OS shuts down. Be careful.

@ | Shutdown Start Delay Time Set this delay time if you want to delay the start of OS shutdown
operation after the AC Fail Delay Time elapses. (When a script is
set, after this time elapses, the execution of that scrip starts.)

(@ | Script Execution Time Set a period of time long enough for a scrip to be processed
completely.

OS shutdown operation will not start until this time elapses.

Set "0" when not using a script.

@ | Shutdown Need Time Set the time necessary for processing OS shutdown operation.
When "Yes" is selected for UPS Auto Stop, the UPS automatically
stops (powers off) after this time elapses.
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1. Function Overview

1-7 Operation environment

The operation environment for this product is shown as follows.

m Supported OS

Compatible OS name
Windows11

Windows10 / 10 Enterprise
Windows Server 2022 / 2019
Windows Server 2016
Windows Storage Server 2016

Windows Server 2012R2
Windows Storage Server 2012R2

Windows Server 2012
Windows Storage Server 2012

Windows Server loT 2019 for Storage

Windows 10 loT Enterprise LTSB
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1. Function Overview

m  Supported UPS model

Series name

Type

S8BA

S8BA-24D24D480LF
S8BA-24D24D360LF
S8BA-24D24D240LF
S8BA-24D24D120LF
S8BA-24D24D480SBF
S8BA-24D24D960SBF

m  Communication interface

Interface

USB

RS232C

“PAL User's Manual

Windows Version



2. Connecting with UPS

2. Connecting with UPS

Connect your computer to the UPS with a USB or RS232C cable.

2-1 USB connection

Connect the computer and UPS by a USB cable.

@ Turn the power of your computer off.

@ Connect the computer and the UPS with a USB cable provided with the UPS.

Connection example: S8BA-24D24D120LF

]

Connect to
the USB port

Connector |
. i

Fin )

(® Turn on the UPS and then the computer.

<Hint>

There is no problem connecting a USB cable after the computer starts up.
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2. Connecting with UPS

2-2 RS232C connection

Connect your computer to the UPS with an RS232C cable.

<Caution>
Be sure to use an RS232C cable provided with the UPS.

Be sure not to use an RS232C cable provided with the UPS for connecting a communication device or
UPS not manufactured by OMRON.

@  Turn the power of your computer off.

@  Connect the computer and the UPS with an RS232C cable provided with the UPS.

Connection example: S8BA-24D24D120LF

Connect to
the USB port

Connector

®  For a model other than S8BA, fix the connector by tightening the screw for fixing the RS232C cable.

@  Turn on the UPS and then the computer.
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3. Installation Procedures

3. Installation Procedures

This chapter describes the procedures for installing this product.

3-1 Before installation

+ This product can be used only for OMRON UPS models.

+ When using other automatic shutdown software, make sure to uninstall that software first, and restart the
OS. For details on how to uninstall each software application, see its instruction manual.

+ Check that the OS can shut down normally in your usage environment.

+ Connect your computer to the UPS before installing this product.

+ Log in to the computer with a username with administrator authority.

+ Terminate other active applications.

3-2 Installation

<Caution>
Microsoft.Net Frameworks 4.5 is used for this product. In an environment where an older version is installed,

it is necessary to restart the OS after installing Microsoft.Net Frameworks 4.5. When you are asked to restart

the OS while installing this product, restart the OS and double-click the setup.exe for this product again.

O Download the compressed file of this product from the OMRON homepage, decompress it into any
folder, and double-click "setup.exe" in the folder where the file has been decompressed to start

installing this product.
® In License Agreement window, select the radio button for "I accept the terms of the license

agreement”, and click the [Next >] button.

PowerAttendant Lite - InstallShield Wizard

License Agreement
Please read the following license agreement carefully. \

About Software License Agreement A

By installing this software on your PC, we shall assume that
you have agreed to the following Scftware License Agreement
(hereinafter referred to as gthis Agreement.h)

In a case of you do not agree on any of the following
articles, do not install this software on yocur PC.

[Software License Agreement]

OMRON Corporation (hereinafter referred teo as "OMRON") v

el semdded eme -

P pan Pt e, Sy e i g e i M+ e o s

(01 do not accept the terms of the license agreement

= [
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3. Installation Procedures

Click the [Next >] button.
To change the installation folder, click the [Browse...] button and select a folder.

PowerAttendant Lite - InstallShield Wizard X

Choose Destination Location
Select folder where setup will install files. \

)

Setup will install PowerAttendant Lite in the following folder.

To install to this folder, dick Next. To install to a different folder, dick Browse and select
another folder.

Destination Folder
C:¥Program Files (x86)¥OMRON¥PAL¥ Browse...

<Back || Next> {| Cancel

Select an option for how to detect the connected UPS, and click the [Next] button.

InstallShield Wizard

Automatical ly detects UPS after installation completion.
Do you want to search for COM ports?

® Do not search for COM ports.

(OSearch for specified COM ports only. COMS

(O 8earch for all COM ports.

< Back _ Cancel

<Hint>

Setting” in "Other Settings".

See "6-2 Communication Setting" p.50.

The option for how to detect the connected UPS can be also changed with "Communication

“PAL User's Manual

Windows Version



3. Installation Procedures

Click the [Install] button.

PowerAttendant Lite - InstallShield Wizard

Ready to Install the Program
The wizard is ready to begin installation. \

Click Install to begin the installation.

If you want to review or change any of your installation settings, dick Back. Click Cancel to
exit the wizard.

<osck |[mml_]| | concel

After finishing installation, click the [Finish] button.

PowerAttendant Lite - InstallShield Wizard

InstallShield Wizard Complete

The InstallShield Wizard has successfully installed
PowerAttendant Lite. Click Finish to exit the wizard.

<Back Conce

Now the installation of PowerAttendant Lite is completed.

“PAL User's Manual

Windows Version



4. Basic Items and Operation Check

4. Basic Items and Operation Chec

4-1 Task tray icon

When this product is installed, the Agent stays resident in the computer to monitor the UPS.
The operating statuses of this product and the UPS can be checked from the icon in the Windows task tray.

4-2 Task tray icon display details

Icon Display Display Contents Description
Commercial Operation | The Agent is monitoring the UPS.
il and Normal The UPS is in normal operation.
Agent Stop The Agent is not monitoring the UPS.

Backing Up The UPS is in backup operation (battery output) due to an AC
line failure. Shutdown starts after the AC Fail Delay Time.

7. 3

Communication Error A communication error occurred between the UPS and this

product.

* Check that the UPS and the computer are connected with a
communication cable (RS232C or USB) provided with the
UPS securely.

* For RS232C connection A UPS unit whose model name
starts with BU or BA (on-line type power supply system) has
two D-sub 9-pin ports. Check that the computer is connected
to the side where "RS232C" is written.

Hardware Abnormality | A problem occurred in the UPS or power supply.

u Check the problem with its event log.

* For details on how to check event logs, see "5-3 Top screen”
p.26 and "Event log" p.40.

* Types of errors that can be detected are different depending
on the model. For details on hardware errors, see the manual
for the UPS.

(S
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4. Basic Items and Operation Check

4-3 Monitor screen startup and login procedures

The Monitor screen is used for setting up this product.
Take the following procedure to start the Monitor screen and log in to the Agent.

@  When this product is installed, a shortcut icon for [PowerAttendant Lite] is created on Desktop. Use
this icon to start the Monitor screen.

PowerAttendant
Lite

<Hint>

You can also start the Monitor screen by selecting "Start button” - "All Programs” - "OMRON" -

"PowerAttendant Lite" - "PowerAttendant Lite".

@  Click the agent name (computer name) in the Agent List screen.

¥ PowerAttendant Lite = x
Agent Name UPS Model UFS Status Battery Status Communication Port Communication Status
=8 SBBA-24D240240LF In commercial operation Marmal usel Communicating

Manual Agent Search:

<Hint>

Agents detected on the network are displayed in the Agent List screen.
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4. Basic Items and Operation Check

®

@

Enter “login ID” and “Password” and click the “OK” button.

®) Login = X

OMmRON

Agent Name: OMRON-1

Login 10:[Loein 1€ |

Password:| Password |

*Initial settings: Login ID=Admin/Password=omron

<Hint>

See "6-5 User access right setting” p.55.

Register a new user by selecting "Detail Setting" - "Other Settings" - "User Access Right Setting".

The top screen for the Agent logged in to appears.

¥ PowerAttendant Lite

OmROnN

Detail Setting TOp

Top

Shutdown Parameter

Log Off
UFS Status

- B =————_— " @ [z ] v
ouput vorees I | » " 0 (24 | v
Input Frequency: 40 45 50 55 60 65 :|] ] Hz
Output Frequency: 40 45 50 55 1] 65 u He
Connection Load: 9 2% 50 13 110 [0 |«
oty Lot O S o [ | %
Battery Use Date (Battery Changed Date} ==-===en Mext Battery Replace Date: --------
Mext Shutdown (Date and Time): Mext UPS Start Date (Time and Date):

2018-02-21 13:34:56 Broadcast setting changed[OMRON-1]
2018-02-21 13:27:31 Input power supply normal[OMRON-1 UPS(S8BA-24D24D240LF /UsBN]
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4. Basic Items and Operation Check

4-4 Shutdown Parameter Setting

Set the shutdown operation when an AC line failure occurs (power outage).

@) PowerAttendant Lite
omRrRon
Easy Setting

Shutdown Parameter Setting

Top

® |F&swm the initial values, Longer Standard Shorter I

Shutdown Parameter

Shutdown Parameter

| Shutdown Parameter ... |

Shutdown Option Setting
Script Setting ®
Schedule
Log
Event

[5F= Geavraton sicp]

Outlet &
Agent

L Tiene Un til Dutput Stop Ihlinute(s) 1

Power Failure Maximum Backup Time OMnute(s)

UPS Start Setting

Select UPS Outlet | Outlet A

Other Settings - Seript | Details
® Power Failure Delay Time | 60 '] W] Second(s)Virtuzl Server Shutdovn Mode [Fost 05 ferminates Guest 06 -
Log Off -
Stutdown Start Delay Time 0/ A]¥ Second(s) : Made |Shutdown
Help | Seript Execution Time | 0] A][W] Second(s) UPS Auto Stop | Yes =
e
@ Cutlet A | 180 &| W/ Second(s) Jutlet B 50 J W] Secondls)
160 [ W Secondiz)Power Faikure Maximum Backup Time [0 T Minute(s)
Submit Gancel
Item name Description
(D | Restore the initial values. Select a pattern for the shutdown parameters.

According to the length of "AC Fail Delay Time", there are three

patterns (Longer: 10 minutes, Standard: 1 minute, and Shorter: 10

seconds). "Shutdown Need Time" is 3 minutes for all patterns.

* The initial value in this product is "Standard" (AC Fail Delay
Time: 1 minute, Shutdown Need Time: 3 minutes, and UPS Auto
Stop: "Yes").

©) | Shutdown Parameter Times set in "Parameter" and "Time Until Output Stop" are
displayed in graph form.
@ | Selecting UPS Outlet When using a UPS model with the outlet control feature, select the

outlet group (A, B, or C) to which the power cable of the computer
is connected.

For a UPS model without the outlet control feature, only "Outlet A"
is displayed.
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Item name Description

@ | AC Fail Delay Time Set the time from when this product detects an AC line failure until

shutdown starts (0 to 36000 seconds).

* This is the time to wait and see if power is recovered after the AC

line failure.

* When power is restored within this period of time, shutdown
operation does not start.

* The following warning screen is displayed during the AC Fall
Delay Time.
In the warning screen, you can operate [Pause] and [Resume]
for the countdown.

9 Power failure o

Battery Level : 100 %

Remaining Operable Time | ——— Second(s)

55 second(s) until Shutdown Start

FPause

Shutdown Start Delay Time Set this delay time if you want to delay the OS shutdown start time.

(Setting value: 0 to 7200 seconds/Initial value: 0 seconds)

Example: If you want to start shutting down the OS one minute
after the shutdown start time (when the AC Fail Delay Time
elapses), set this delay time to 60 seconds.

* When not applying a delay, set it to "0" seconds.

Script Execution Time Set a period of time long enough for a scrip to be processed

completely.

(Setting value: 0 to 7200 seconds/Initial value: 0 seconds)

* OS shutdown operation will not start until this time elapses.

* Set "0" seconds when not using a script.

* When using Hyper-V, to select "PAL terminates Guest OS", set
the time required for the guest OS to terminate by using "Script
Execution Time".

Shutdown Need Time Set the required time from when the shutdown operation of the OS

starts until it becomes complete. (Setting value: 0 to 1,800

seconds/Initial value: 180 seconds)

* |f the set time is short, the UPS may stop outputting (power off) in
the middle of OS shutdown operation. Be careful.

Using Script The [Details] button allows you to check "Script Execution List".
* For details on a script, see "5-7 Script setting" p.32.
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Item name Description
@ | Select Virtual Server Shutdown | Select how to terminate the guest OS among the following options.
Mode * The host OS terminates the guest OS.

— Set the operation of the guest OS when the host OS shuts it
down by using Hyper-V Manager.

* PAL terminates the guest OS (shutdown).

— Set the time required for the guest OS to terminate by using
"Script Execution Time".

* PAL terminates the guest OS (hibernation).

— Set the time required for the guest OS to terminate by using
"Script Execution Time".

* This item is not displayed on the "Easy Setting" menu.
* This item is not enabled in an environment where Hyper-V is not

used.
OS Shutdown Mode Select a shutdown status of OS.
Two options are available: "Terminates by "Shutdown."" and
"Hibernates.".

* When "Hibernates." is selected, the OS terminates after the state
of Desktop is stored in the hard disk.

When the OS restarts, the state of Desktop before hibernation is
restored. "Hibernates." is recommended in any of the following
cases.

— When the OS terminates, data you want to save exists.

— You want to terminate the OS in the shortest time.

* "Hibernates." is enabled only when it is supported by the OS.
(Otherwise, "Terminates by "Shutdown."" is selected for the
operation.)

UPS Auto Stop Set UPS Auto Stop after the computer shuts down.

* When "Yes" is selected for UPS Auto Stop, even if power is
recovered in the middle of shutdown operation, the UPS always
terminates after the specified time.

* When "No" is selected for UPS Auto Stop, the UPS stops when
the battery runs out. If power is recovered before the battery runs
out, the UPS keeps on operating.

@ | Time Until Output Stop This item is used for a UPS model with the outlet control feature.
Set data for "Time Until Output Stop" for an outlet group (A/B/C)
not connected to the computer in which this product is installed.
Set time from when OS shutdown starts until the outlet group
stops its output (stops supplying power to the connected device).
(Setting value: 0 to 1800 seconds/Initial value: A: 180 seconds, B:
180 seconds, C: 180 seconds)

* Depending on the settings in "Parameter”, the time required until
the UPS stops changes. The time from when the OS shutdown is
determined (after the "AC Fail Delay Time" elapses) until the
UPS stops is the sum of the values for "Shutdown Start Delay
Time", "Script Execution Time", and "Shutdown Need Time".

* |f a value longer than the value for the "Shutdown Need Time"
parameter is set in "Time Until Output Stop", the time from when
the OS shutdown is determined (after the "AC Fail Delay Time"
elapses) until the UPS stops is the sum of the values for

"Shutdown Start Delay Time", "Script Execution Time", and
"Time Until Output Stop".
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Item name Description
@ | When input power supply This function is used for automatically stopping the UPS after a
abnormality, certain time period of backup operation when an AC line failure
Maximum Backup Time occurs. (Setting value: up to 9999 seconds/Initial value: 0
seconds)

* When 0 seconds are set, this function is disabled.

In this product, this function is used as an alternative setting
method if you want to set a value longer than 1800 seconds for
"Shutdown Need Time".

* For this setting, set the sum of the values for "AC Fail Delay
Time", "Shutdown Start Delay Time", "Script Execution Time"
and "Shutdown Need Time".

* When stopping the UPS with this setting, set the "UPS Auto
Stop" parameter to "No".

* Restrictions on this function

When the UPS is stopped with this setting, if power is recovered
before the UPS stop time elapses, the UPS continues its
operation without stopping.

Setting example:

Operation: It is desired that the UPS stop one hour after OS
shutdown starts.

Times to be set until the start of shutdown are as follows.
AC Fail Delay Time: 60 seconds

Shutdown Start Delay Time: 0 seconds

Script Execution Time: 0 seconds

Setting: Parameter — UPS Auto Stop "No"
AC Line Failure Maximum Backup Time—"61" minutes
*"AC Fail Delay Time: 60 seconds" + "Shutdown Start Delay
Time: 0 seconds"
+ "Script Execution Time: 0 seconds" + "Time from OS shutdown
start to UPS stop: 60 minutes" = 61 minutes

<Hint>

Check the distribution of the set times and the flow with the graphs in the "Shutdown Parameter" area.
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4-5 Shutdown Setting

@O  Click [Shutdown Parameter] - [Shutdown Parameter Setting].
Select "AC Fail Delay Time" in "Parameter”. The initial value is "60" seconds.

* When "60" seconds are set, the shutdown of the computer starts 60 seconds after this products
detects a power outage.

%) PowerAttendant Lite - x
OomRON
Detail Setting Shutdown Parameter Setting
Top Restore the initial values. Longer Standard Shorter
Shutdown Parameter Shutdown Parameter

Shutdown Parameter ... Fower Fature | [F= Gperation Siog)

Outlet &
Log Off fgent TMinuta
| Time Untl Output Stop IMinutels) 1

Help [ Power Failure Maximum Backup Time OMinute(s) ]

Parameter
Select UPS Outlet Outlet A = Script | Details
@ | Power Failure Delay Time | 60/ AW Second(s)| 05 Termination Mode [SRUtGoRT
Shutdown Start Delay Time | 0] & (W] Secondis) ®|UPS Auto Stop | Yes =
| Seript Execution Time | 0]A|¥] second(s)

@ | — s v )

Time Until Qutput Stop

Outlet & | 180 AW Second(s) Dutlet B 180 [ ¥ Secondls
Qutlet G 180 (& (W] Second(s)Power Failure Maximum Backup Time [0 Minute(s)
@l Submit I Cancel

@  Select "Shutdown Need Time". The initial value is "180" seconds.
* Set a length of time longer than the time required for OS shutdown completion.

@  Select "UPS Auto Stop". The initial value is "Yes".
* Since this test checks the operation up to the stop of the UPS, select "Yes".

—With the graphs in the Shutdown Parameter area,
check the distribution of times and the flow from the occurrence of an AC line failure (power
outage) to OS shutdown start and UPS operation stop (power-off), and correct a problem, if any.

@  Click the [Submit] button.

Then, the setting operation is completed.
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4-6 Executing an operation test

Put the UPS into an outage-simulated state (commercial power stopped) to check that this product can shut
down the computer normally.
Stop power supply to check the normal shutdown of the computer and the stop operation of the UPS.

<Caution>

As a precaution, save a data being generated.

<Hint>

Check that the UPS and the computer are connected with a communication cable (USB or RS232C), and

that the status of the task tray icon is "Commercial Operation and Normal".

See "4-2 Task tray icon display details" p.14.

@O  Check that the status of the task tray icon is "Commercial Operation and Normal".
Pull out the AC input plug of the UPS from an outlet.

1

@  When this product detects an AC line failure,
the displayed status of the task tray icon changes to "Backing up".

@3  The following warning screen appears, and the "AC Fail Delay Time" countdown starts.

@) Power failure -

Battery Level : 100 %

Remaining Operable Time : ——— Second(s)

55 second(s) until Shutdown Start

Pause Resume

* The countdown can be temporarily stopped and resumed with the [Pause] button and the
[Resume] button on the warning screen.

@  When the "AC Fail Delay Time" countdown finishes, the computer starts shutting down.
®  When "Shutdown Need Time" elapses after the computer starts shutting down, the UPS

automatically stops.
* Be sure to wait without doing any operation until the UPS stops automatically.
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4. Basic Items and Operation Check

®  After confirming that the UPS is stopped automatically (powered off), put the AC input plug of the
UPS back into the outlet

and let the UPS reboot automatically.

* Our UPS is set to automatically reboot after power is recovered when shipped. If you do not want
to let it start automatically, see the manual for the UPS and change the relevant setting.

(M  Start the computer.

* In the BIOS settings of the computer, if the computer is set to automatically start when power is
supplied, in conjunction with the startup of the UPS, the computer also starts up.
For details on the BIOS settings, check the manual for the computer.

For the task tray icon, check that the Agent icon display is "Commercial Operation and Normal".

Then, the shutdown test is completed.

<Caution>

Precaution on operation when setting "Yes" for UPS Auto Stop
When power is recovered in the middle of OS shutdown operation, if the computer is powered on before
the UPS stops, the UPS may stop outputting power while the computer is in the process of starting up.

When "Yes" is set for UPS Auto Stop, be sure to power on the computer after the UPS stops/reboots.
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5. Operation and Detail Setting

5-1 Stopping/stating the Agent

Right-click the task tray icon and you can operate "Agent Stop" or "Agent Start".

Agent Start

Agent Stop
0 ENG

2/21

<Hint>

For details on how to interpret the task tray icon display condition, see "4-2 Task tray icon display details".

5-2 Explanations of the Agent List screen

Double-click the "PowerAttendant Lite" shortcut on Desktop, and the Monitor screen starts,
and the Agent List is displayed.

@) PowerAttendant Lite - X
OomRrRON
Agent Name UPS Model UPS Status Battery Status Communication Port Gommunication Status
| oMRON-1 | [S8BA-220240240LF] [ In commercial operation | [Mormat |
Marual Agent Search: T_ | Search ‘
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Item Display Contents
(D | Agent Name Displays the computer name of a computer in which this product is installed.
Click the relevant Agent name to log in to the Top screen.
@ | UPS Model Displays the model of a connected UPS unit.
@ | UPS Status Displays the status of a UPS unit (see below).
Communication error/Standby/Awaiting Shutdown/Awaiting Rebooting
/Shutting down/Backing up/Testing/In commercial operation
(1) | Battery Status Displays the battery status (see below).
Battery Disconnected/Battery Low/Battery
Weak/Testing/Charging/Discharging/Battery Error/Normal
(% | Communication Displays the communication port to which a UPS unit is connected.
Port USBx or COMx (x=Port number)
©) | Communication Displays the status of communication between a computer and the UPS unit
Status connected to it.
Communicating/None
(™ | Manual Agent Enter the IP address to directly log in to the target Agent.
Search Enter the IP address and click the [Search] button.
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5-3 Top screen

When you log in to

the Agent, the Top screen appears.

The Top screen displays information about the status of the connected UPS, events that occurred, and

others.

<Hint>

* Account initial setting values: Login ID=Admin/Password=omron

@) PowerAttendant Lite - b 4
OmRON
Detail Setting TOp
Top
Shutdown Parameter ® OMRON-1
(® - use1 SBBA-24D24D240LF  In commercial operation Normal
Log Off
Help ”
Tnput Voltage: = g
Output Voltage: 0 L] (24 | v
@ Tput Frequency: 30 15 50 55 60 65 [g | e
Output Frequency: 40 [ 50 55 60 8 [0 |w
Comnection Load 8 % 50 L foo B |«
ey Lot O S S [ ]
Battery Use Date (Battery Changed Date} =------= Mext Battery Replace Date: =-=----~
Next Shutdown (Date and Time) Mext UPS Start Date (Time and Datek
® 2018-02-21 13:34:56 Broadcast setting changed[OMRON-1 ]
2018-02-21 13:27-31 Input power supply normal[OMRON-1 UPS(S8BA-24D24D240LF fUsBn]
Item name Description

(D | Select UPS

Display an overview of the UPS connected to the Agent.

@ | UPS Status

Display "Input Voltage", "Output Voltage", "Input Frequency", "Output
Frequency", "Connection Load", and "Battery Level" using graphs and
numerical values.

"Battery Use Date (Battery Changed Date)" displays the date the battery
currently in use started to be used.
For "Next Battery Replace Date", data is displayed when

the battery replacement schedule is set on this product in advance based
on the life expectancy of the UPS battery, usage, and others.

See "6-1 UPS setting” p.48.

"Next Shutdown (Date and Time)" and "Next UPS Start Date (Time and
Date)" display schedules for the next schedule actions.

See "Schedule Registration” p.37.

3 | Event Log

Among the events that occurred, display the two newest events.
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5-4 Easy Setting Menu and Detail Setting Menu

Two types of setting menus are available: "Easy Setting”, which displays only basic items, and "Detalil
Setting", which display all items.

@) PowerAttendant Lite @) PowerAttendant Lite

OmRON OmRON

Detail Setting |

O .

| Easy Setting

1

= | |
Shutdown Parameter OMRON-1 ‘ Shutdown Parameter OMRON-1 7
© @ ussi S8BA-24 © @ ussi S8BA
Log Off Script Setting |
Help Schedule
Input Voltage: 0 Input Voltage:
Output Voltage: 0 Log Output Voltage: 0
Input Frequency: 40 Event Input Frequency: 40
Qutput Frequency: 40 Output Frequency: 40
UPS Start Setting
Connection Load: 0 Cornection Load 0
Battery Levet O N Other Settings Battery Levet O
Battery Use Date (Battery Changed D Log Off Battery Use Date (Battery Changed (
Next Shutdown (Date and Time) Next Shutdown (Date and Time):
Erentlop [ Eventlog |
Easy Setting Menu Detail Setting Menu
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5-5 Setting Menu List

Menu Setting Option Menu Display
Items Easy | Details
Top « Selecting UPS o o
* UPS Status
* Event Log
Shutdown | Shutdown » Shutdown Parameter o o
Parameter Pargmeter » Parameter
Setting « Time Until Output Stop
Shutdown Option | « Emergency Shutdown o
Setting « AC Fail Delay Time Cancel Shutdown
» Communication Error Shutdown
» Shutdown at the time of abnormality
occurrence
» Warning Occurrence Shutdown
Script Script Setting * Script Setting information o
Setting « Script Setting
Schedule | Schedule * Registered Schedule o
Registration » Schedule Registration
Schedule * Schedule Shutdown Warning Start Setting o
Setting
Log Event Log * Period Setting o
* Log Option
» Event Occurrence Situation (chart)
Data Log * Selecting UPS o
* Period Setting
* Log Option
» AC Line Status (graph)
Event Action Setting * Action Information o
» Event List
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Menu Setting Option Menu Display
Items Easy | Details
UPS UPS Start * UPS Reboot Setting o
UPS Start | Setting » Output Start Delay Time of UPS Boot Up
Setting « UPS Cold Start
Other UPS Setting * Select UPS o
Settings * Battery Auto Test
* Input/Output Setting
* Battery Use Date (Battery Replace Date)
Other Communication | « UPS Communication Port o
Settings Setting « Network Setting
 Data Update Time
* Logoff Time
Manual * Selecting UPS o
Operation « Buzzer
* Shutdown Immediately
* Self Test
* Outlet B
* QOutlet C
* Setting Information
Command * Selecting UPS o
Transmission « Command
User * Registered User o
Access Right *Log
Setting « User Access Right Setting
(Register/Modify/Delete)
Synchronization |  Synchronization Setting o
Setting
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5-6 Shutdown Parameter

Set the shutdown Operation.
"Shutdown Parameter Setting" and "Shutdown Option Setting" are available.

m Shutdown Parameter Setting

For details on the shutdown parameter settings, see "4-4 Shutdown Parameter Setting" p.17.

m  Shutdown Option Setting

¥ PowerAttendant Lite - x
OMRON
Easy Setting Shutdown Option Setting
To)
P Eme CY S NUTAO | @
Shutdown Parameter [ Immediately shut down when the battery level becomes low.
Shutdown Parameter ... ‘oW ¢ Tir S huta
Shutdown Option Setting
Script Setting
Schedule
Log [ UPS hardware is abnormal ] FAN Fail
[ Qutput aver voltage O™ Fail
Event [ 0G bus valtage abrormal [] Battery Weak
UPS Start Setting [JOver Load timeout [ Test result: NG(Battery Weak) @
[ Output short [[] Test result: NG{Hardware Abnormal)
Other Settings (] Battery tover. chings C)Erpess
Log Off [[] Battery undercharge
[ Over temperature
Help
Jcourrence Shutdown
<Hint>

- When the settings have been changed, be sure to click the [Submit] button.
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Item name

Description

Emergency Shutdown

When an AC line failure occurs, if the battery level of the UPS becomes low
(Battery Low state), cancel all the operations set in the shutdown parameter
settings and bring the OS into the hibernate state. When in an environment
that does not allow hibernation, execute shutdown.

(Initial value: Checkbox selected)

* No script is executed during this operation.

AC Fail Delay Time
Cancel

Shutdown

During "AC Fail Delay Time" for an AC line failure, if the value for the
remaining expected operable time (the assumed battery level of the UPS)
becomes smaller than the sum of the values for the times in the shutdown
parameter settings ("Shutdown Start Delay Time" + "Script Execution Time"
+ "Shutdown Need Time"), cancel the AC Fail Delay Time operation and
start shutdown.

(Initial value: Checkbox selected)

At the time of
Communication Error

Shutdown

When a communication error lasting more than 10 seconds occurs, in the
same way as when an AC line failure occurs, start shutdown.

(Initial value: Checkbox cleared)

* A 10-second error recovery detection time is provided. If recovery is made
from the error within this time, do not start shutdown.

Occurrence Shutdown

@ | Atthe time of Start shutdown if an error occurs in the UPS.
Abnormality (Initial value: Checkbox cleared)
Occurrence An applicable abnormality is selected from the following events.
Shutdown Hardware abnormality/Output over voltage/DC Bus Voltage abnormal
/Over Load timeout/Output short/Battery over charge
/Battery undercharge/Over temperature/FAN Fail/TX Fail
/Battery Weak/Test result: NG(Battery Weak)
Test result: NG(Hardware Abnormal)/Bypass
(% | Atthe time of Warning | When this product detects an overload (Over Load), start shutdown.

(Initial value: Checkbox cleared)

<Hint>

Differences between "Over Load timeout" and "Over Load"

« "Over Load timeout" for "Abnormality Occurrence Shutdown" is the state in which the output of the UPS is
stopped due to overload (UPS displays "EQ"/"Overload Stop").

« "Over Load" for "Warning Occurrence Shutdown" is the state in which while generating a warning because of
overload, the UPS continues outputting power (UPS displays "OL"/"Over Load").

* How the UPS operates at the time of Over Load varies depending on the model. For details, see the manual
for the UPS.
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5-7 Script Setting

Scripts are command

This product can execute a registered script when an event occurs or when the OS shuts down.

<Hint>

sets for executing tasks of OS.

- Script example

- When the settings have been changed, be sure to click the [Submit] button.

When the OS is shut down by this product, a computer on the network is shut down.

@) PowerAttendant Lite
OmRON
Easy Setting

Script Setting

Top

@

Shutdown Parameter

Script Setting

Script Setting

Schedule

Log

Event

UPS Start Setting

@

3 Script Name |
Other Settings
Command Type |[SSH V1 - Device IP Address | |
Log Off 05 [Other = Character Code |UTF=8
Help Connection Retry Count | 0| AW Gonnection Timeout (Sec) | 120 AW
Gommon User ID | ] Administrator User ID | |
Common User Password | | Administrator User Password | ]
Seript File |localindowsSample3Zbituse v
Script Execution Time out | _!gqu v Use for Shutdown | Yes
Seript Execution Test Test Results:| B
Submit Cancel
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ltem Description
(D | Information of Script | Displays a list of registered scripts and their overviews.
Setting « By clicking the [Register] button, the “Script Setting” field is displayed, and

you can create the new scripts.

- If there is a registered script, the [Modify] and [Delete] buttons are
displayed, allowing you to edit or delete a script.

* A maximum of 20 entries can be registered as script setting information.

@ | Script Name Enter a script name
* Up to 100 bytes

Command Type Set a script communication method by using the pull-down menu.
None/Command Line/SSH V1/SSH V2/Telnet

* When "None" is applied, disable the registered script.

* Select "Command Line" when executing a batch file in the local computer.

* Select "SSH V1", "SSH V2", or "Telnet" when controlling a computer
across the network.

* In SSH, this product supports the following encryption methods.
AES256-SDCTR/AES192-SDCTR/AES128-SDCTR/AES256-CBC
/AES192-CBC/AES128-CBC

(O] Set OS of a computer that executes scripts.
Other/Windows/Linux/Mac
Connection Retry Select the number of retries when you fail to log in.
Count (Setting value: 0 to 9/Initial value: 0)
Login Common Specify the login user ID (Common) for the computer that executes a script.
User ID Write $ul in a script, and it is replaced with the value entered for this item

when that script is executed.

Login Common Specify the login password (Common) for the computer that executes a
User Password script. Write $pl in a script, and it is replaced with the value entered for this
item when that script is executed.

Login Administrator Specify the login user ID (Administrator) for the computer that executes a
User ID script. Write $u2 in a script, and it is replaced with the value entered for this
item when that script is executed.

*For Linux/Mac/Unix, enter a value if necessary. For Windows, no entry is
required for this item.

Login Administrator Specify the login password (Administrator) for the computer that executes a
User Password script. Write $p2 in a script, and it is replaced with the value entered for this
item when that script is executed.

*For Linux/Mac/Unix, enter a value if necessary. For Windows, no entry is
required for this item.

Script File Select a script to be executed, with the pull-down menu.
* Files saved with the extension "usc" in the following level are displayed as
options.

C:¥Users¥Public¥Documents¥OMRON¥PAL
* For details on how to create a script file, see "5-8 Script file creation” p.35.

“PAL User's Manual — 33 — Windows Version



5. Operation and Detail Setting

Iltem

Description

Script
Execution Timeout
(Sec)

Set the timeout time for script execution.
(Setting value: 0 to 7200 seconds/Initial value: 120 seconds)
When "0" is set, the script does not time out.

Script
Execution Test

Click the [Test] button to execute the script.
The execution result is displayed in the "Results:" field as follows.
Success/Connection Timeout/Command Timeout

Device IP Address

Enter an IP address of a computer that executes scripts.

Character Code

Set character codes of scripts.
Set the code according to the OS on which a script is executed.

Connection Timeout
(Sec)

Set the timeout time for login.
(Setting value: 0 to 120 seconds/Initial value: 120 seconds)
When "0" is set, the script does not time out.

At the time of
Shutdown,
Use

"Yes"
Execute a script when shutting down the OS with this product.
IINOII

Do not execute a script when shutting down the OS with this product.
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5-8 Script Creation

Create scripts as text files by text editor software such as Notepad.
Scripts are 2 lines as a unit and describe “when receiving what, what is sent”.

For example, to send the command "su" when a string containing "$" is received from the connection

destination,

write as follows.
rcv=$
snd=su

Save the created script with the extension "usc" in the following folder.
C:¥Users¥Public¥Documents¥OMRON¥PAL

The script files saved in the above folder are displayed in the "Script File" pull-down list in the "Script

Setting" area (D).

Script Setting

Script Name ’ }
Command Type SSH V1 i Device IP Address [ ]

05 | Other v Character Code EUTF-B v

Connection Retry Count VSl 2 Connection Timeout (Sec) I2IJ.; A Y
Common User ID | ‘ Administrator User ID ’ ]
Common User Password ’ ‘[ Administrator User Password [ ]
(D Script File  localWindowsSample32bituse  ~ |
Script Execution Time out AT Use for Shutdown | Yes -
Script Execution Test Test Results:!

Submit Cancel

m Special Script Commands

$UL,$pl,$u2,$p2 is available as special parameters. Each can be used as the followings.

Parameter Contents Description

$ul Login Common User ID To be replaced with the value for "Login Common
User ID" in "Script Setting".

$pl Login Common User Password To be replaced with the value for "Login Common
User Password" in "Script Setting".

$u2 Login Administrator User ID To be replaced with the value for "Login Administrator
User ID" in "Script Setting".

$p2 Login Administrator User To be replaced with the value for "Login Administrator

Password User Password" in "Script Setting".
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m Script Examples

The following is an example of a script for executing shutdown.

rcv=login as:
snd=$ul
rcv=password:
snd=$p1l
rcv=$

snd=su

rcv=:
snd=$p2
rcv=#
snd=init 0

m Precautions for Creating Scripts

- From line feed to next line feed is regarded as one line.

- A blank is regarded as one character.

- Character strings that are received before “rcv=" command are ignored.

- Double-byte characters are NOT available. A scrip must be written only with ASCII characters without
control code.

- It is case sensitive.

- A blank line can not be included.

- If the character string “<CR>" is described to “snd=", a new line is started.

- Note that you cannot send "$ul”, "$u2", "$p1", "$p2", or "<CR>" as a string.

- You can NOT specify the character strings including “<CR>" to “rcv=" pattern.

- There is no limit of the number of lines and characters per line.

- Timeout operation of reception waiting is NOT executed in “rcv=". It is cut by the timeout of
connection of - Telnet or SSH.

<Caution>

Execution-prohibition of multiple scripts
While one script is running, no other scrip can be executed.
— When multiple scripts to be executed for shutdown are registered, they are executed one by one in the
order in which they were registered.

— While one scrip is running, even if another script is called, it is ignored.
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5-9 Schedule

Set a schedule action for the UPS.
Using two menus, namely "Schedule Registration" and "Schedule Setting", you can execute a schedule for
"UPS Stop", "UPS Stop/Start", or "Self Test".

<Hint>

- When the settings have been changed, be sure to click the [Submit] button.

- "UPS Stop" shuts down the OS according to the shutdown parameter settings, and then stops the UPS.

- "UPS Stop/Start" automatically starts the UPS when the specified time elapses after the stop operation of
the UPS (OS shutdown and UPS stop).

- "Self Test" executes a self test (a 10-second discharge test) for the UPS.

m Schedule Registration

¥ PowerAttendant Lite — x
OmRoON
Easy Setting Schedule Registration
Top
Shutdown Parameter(D
Script Setting
' Schedule
Schedule Registration
Schedule Registration |
Schedule Setting Schedule Action hem | UPS Stop/Start = |
Log Repetition Exception Sefting |
() Mo Repetition Exception Day Modify Delete
Event O Daily
54 Skt Satii ® @ Weekly []Sun £ Mon 2 Tue 2] Wed 4 Thu 4] Fri (] Smt CT")
g O Monthly
Other Settings [Eoe ] Add
Log Off ‘Schedule Details
Schedule Start Date and Time: UPS Start
Help Date | 2016 TRITW You | 3 JA W] Moot | 5[] Gy || [ VEIAI¥] Houts) [ OJAI[W] Mintels) Afer
Time 1AW 50 AW [ Enable UPS Start.
Lé;-;‘a‘.'éé’ji, Start Date and Time=Timing of starting shutdom operation
To set the schedule stop and start on the same day, the time riterval betwesn the stop and start operastions chould be one mirute or lorger |
[l[(_® Submit Cancal
Item name Description
(D | Registered Schedule Display a list of registered schedules and their overviews.

- Click the [Register] button, and the "Schedule Registration” area (2) in
the lower part of the screen is displayed, allowing you to create a new
schedule.

- A registered schedule can be edited or deleted with the [Modify] or
[Delete] button.

* A maximum of 50 schedules can be registered.

@ | Schedule Action Item Select an action for scheduled execution between "UPS Stop/Start" and

"Self Test".
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Item name

Description

@ | Repetition

Set the schedule repeat action.

No Repetition: Only once, with the date specified

Daily: To be repeated for 365 days.

Weekly (a day of the week specified): To be repeated every week on the
specified day of the week.

Monthly: To be repeated every month on the specified day of the month.

Exception Setting

Set a day on which the schedule is not executed (Exception Day) among
the days to which Repetition is set as Daily/Weekly/Monthly.

Click the calendar button (@), select an exception day,

and register it with the [Add] button.

- A registered exception day can be edited or deleted with the [Modify] or
[Delete] button.

* An exception day can be applied to a schedule start date (UPS stop
date). Exception Days are NOT available to the start day.

* A maximum of 30 exception settings can be registered.

Schedule Start Date
and Time

Set the date and time for starting USB Stop (OS shutdown).

UPS Start

Set the UPS to automatically reboot after it stops based on a schedule.
To reboot the UPS, select the "Enable UPS Start." check box,
and set the time from the schedule start time to the start of the UPS.

* Set the time so that the interval between UPS Stop and Start becomes
one minute or longer.

@ | Schedule check button

Click the "Schedule Check" button (®), and you can check the current
schedule setting status in the calendar.

To close the calendar, click the "Schedule Check" button.

Schedule Registration
& March 2018 >
Sun Mon T Wed Thu Fri Sat
25 26 2 28 0801 0n 1 0801 On 2 3
2001 Off
20601 Off 4 0801 On 5 0801 On 6§ 0401 On 7 0801 0n 8 08010n E 10
20:01 Off 2001 Off 20:01 Off 2001 Off
2001 Off 11 0801 On 12 0801 On 13 0801 On 14 0801 0On 15 08:01 On 16 17
2001 O 2001 Off 20:01 OHf 2001 Off
20:01 Off 18 0£01 On 19 0201 On 20 0201 On 21 08010n 22 0801 0n 2 2‘
2001 O 2001 Off 2001 Off 20:01 Off
2001 Off 25 0801 On 26 0201 On 27 0801 On 28 08010n 29 0801 On 20 k1l
20:01 Off 2001 Off 20:01 Off 20:01 Off
1 2 3 4 5 L] 7
| X (—@ Submit Cancel

<Caution>

Schedule operation

- Even while the setting screen is being operated, a schedule is executed.

- When "No Repetition” is selected, even if a schedule has been executed, it remains in the "Registered

Schedule" list. Delete unneeded schedules.

- When multiple schedules are registered for "UPS Stop/Start" at the same time of day, the schedule registered

last becomes valid.
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m Schedule Setting

Set a warning to be generated before starting scheduled shutdown.

¥ PowerAttendant Lite - x

OomRron

Easy Setting Schedule Setting

Top Tnitial Vakse

Shutdown Parameter Schedule Shutd 1 Setting

Schedule Shutdown Waming Start | 600 A W Second(s) Before
Script Setting
(schedue | o
Schedule Registration

Log

Event

UPS Start Setting

Other Settings

Log Off

Help
Item name Description
Schedule Shutdown Set the time when the warning screen for the start of schedule shutdown is
Warning Start displayed.

(Setting value: 0 to 600 seconds before/lInitial value: 600 seconds before)
* When the [Initial Value] button is clicked, the initial value "600" seconds
before is set.
@) Schedule Start Warning — X
509 second(s) until Schedule Shutdown Start
Close

<Hint>

- Within the schedule start warning time for one schedule, if the start time for the next schedule comes, the
schedule whose start time comes later is ignored.
- While the schedule start warning is displayed, even if the value for the schedule start warning time is

changed, it does not influence the schedule being executed.
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5-10 Log

A log records the power status and events that occur.
There are 2 menus of “Event Log” and “Data Log".

<Hint>

When the settings have been changed, be sure to click the [Submit] button.

m Eventlog

This log displays and outputs events that occurred in this product and the UPS.

%) PowerAttendant Lite

omRron

Easy Setting

Top

Shutdown Parameter ®
Script Setting

Schedule

Event Log

Data Log
Event
UPS Start Setting @
Other Settings
Log Off

Help

Event Log
| (®) Date and Time 2 Week -
O From  2018-02-14 e To |2018-02-1 ~
Submit
Date and Time Event details
2018-02-13 124025 Communication error[WS2016 UPS(BUTSRW/USB1)]
2018-02-13 1237254 Tnput power supply normallWS2016 UPS(BUTSRW/USB1)]
2018-02-13 123753 Establishment of ication[WS2016 UPS(BUTSRW/USB1)]
2018-02-13 123744 Agent Start[WS2016 ]
2018-02-13 123455 Agent Stop[WS2016 ]
2018-02-13 120054 Tnput power supply normallWS 2015 UPS(BU7SRW/USBI)]
2018-02-13 120854 Establishment of ication[WS2016 UPS{BUTSRW/USB1)]
2018-02-13 120831 Gommunication error[WS2015 UPS(BU7SRW/USB1)]
2018-02-13 120855 Power Failure[WS2016 UPS(BU7SRW/USB1)]
2018-02-13 120606 Tnput power supply normallWS2015 UPS(BU75RW/USB1)]
2018-02-13 120605 Establishment of ication[WS2016 UPS(BUZSRW/USB1)]
2018-02-13 120552 Communication error[WS2015 UPS(BU7SRW/USB1)]
2018-02-13 11:5746 Tnput power supply normallWS2016 UPS(BU7SRW/USE1))
2018-02-13 1157245 Agent Start[WS2016
2018-02-13 115745 Establishment of ication[WS2016 UPS(BU7SRW/USB1}]
2018-02-13 115603 Agent Stop[WS2016 ]
2018-02-12 11:5357 Fun OS shutdown[WS2015 ]
2018-02-13 11:5248 Seript Shutdown started(WS2016 ]
2018-02-13 115345 Pun Script[wS2016 ]
2018-02-13 11:5344 Insufficient remaining expected operable time[WS2015 UPS(BUTSRW/USB1)]
2018-02-13 115341 Power Faikure[WS2016 UPS(BU7SRW/USB))
2018-02-13 11:5206 Input power supply normallWS2016 UPS(BUTSRW/USBI)]
2018-02-13 10:50:44 Power Faikire[WS2016 UPS(BU7SRW/USB1)]
2018-02-13 106044 Establishment of ion[WS2016 UPS(BUTSRW/USB1)]
;.-_ Il First Page  Previous Page | Mext Page Last Page Save Dalete PDF Output | Log Option
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I[tem name Description
(D | Period Setting Set the time period to display event log.
Set the date and time or the period by selecting the corresponding radio
button.

- Date and Time: Select a value from the pull-down menu in weeks. (1
to 15 weeks)

- Period: Enter the start date (From) and the end date (To) each in the
date format "YYYY-MM-DD" or select a value from the calendar by
clicking the @ button.

* When the [Submit] button is clicked, the event log list is displayed in
the lower part of the screen.

@ | Event Log List Display the event logs for the specified period.

Display the number of occurrences by event in a horizontal bar chart.
For details on how to operate the chart, see "Chart display" on the next
page.

Display the number of event occurrences by period in a vertical bar
chart.

For details on how to operate the chart, see "Chart display" on the next
page.

Navigation Button If a chart is displayed over multiple pages, switch pages by using the
[First Page], [Previous Page], [Next Page], and [Last Page] buttons.

[Save] button Save the event log (CSV format). When the [Save] button is clicked, the

event log is compressed and saved with a name

(EventLogCSVYYYYMMDDhhmm.zip) in the following level.
C:¥Users¥Public¥Documents¥OMRON¥PAL

* Alog is saved with a file name with YYYMMDDhhmm (year, month,
day, hour) after being compressed as a zip file. If a file with the same
file name exists, it is overwritten.

Chart 1 button (E)

Chart 2 button (liL-l)

[Delete] button All saved logs are deleted.

[PDF Output] Button Output the event log in PDF format. When the [PDF Output] button is

clicked, the event log is compressed and saved with a name

(EventLogPDFYYYYMMDDhhmm.zip) in the following level.
C:¥Users¥Public¥Documents¥OMRON¥PAL

* Alog is saved with a file name with YYYMMDDhhmm (year, month,
day, hour) after being compressed as a zip file. If a file with the same
file name exists, it is overwritten.

[Log Option] button Set the event log recording period.
Select a period in the pull-down menu, and click the [Submit] button.
(Setting value: 1 to 15 weeks/Initial value: 15 weeks)

Tnitial Vale

Event Log Option

Maximum Event Log Record Time | 16 v | Week

Submit Gancel

* When the [Initial Value] button is clicked, the initial value is restored.
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m Chart display

When the desired Chart button is clicked, the corresponding chart between the following charts is displayed.

Cumulative total by event

Weekly total

¥ Eventilog

Event Occurrence Situation

G temgaratiae

(‘D MR- |
0210 = W1

¥ Eventilog

Event Occurrence Situation

' F [T -1 AT

©) ) e ©)

Craate Chart [Fat 1 vk =]

I

=1 St 1 [croste Crart [Pt Ttk =]

[Ereme TRiErrs =

Item name

Description

D Create Chart

Select a period for recorded logs to be displayed in chart form in

the pull-down menu.

Select among "Past 1 week, Past 2 week, Past 3 week, and Past 4

week".

® Event

Select an event to be displayed in chart form in the pull-down
menu.

Select among "All Events, Communication error, Over Load, AC

line failure
Battery Weak, Over temperature, and Battery Low".

® [Setting] Button

When the [Setting] button is pressed, data is displayed as a chart.

m Datalog

Display and output the statuses of AC line and UPS.

) PowerAttendant Lite - *
Easy Setting Data Log
Top e
Shutdown Parameter © @ usei SBHA-24D24D240LF
Script Setting
- T
Schedule ® (®) Date and Time | | Wesk
O From | 2018-02-14 180
Log
Submit
Evantiog Tem Tt Ouodt ot Cutput Tood Tiemal  Backup _ Battery  Batiery
Voltsge(V) Voltage(V) Frequency(Hz) Frequency(Mz) Capacity(®) Temp('C) Time(Min) Voltsee(V) Capacity(¥)
l Data Log | Max. Vakie 224 2441 o (] 350 0 157 100
Min. Valse 22 22 (1} ] 28 [} 152 41
A Valse 224 224 o [] 323 0 155 1]
Event
Diste and Time Fnput Our Load ternal Bt Bafter -
UPS Start Setting ® D ) S ) B e} Pon () Comacity® Toebl)  ToealBin)  ohoeV) Bt 0
2018-02-21 181636 224 22 [1] [] 50 0 167 108
Other Settings 2018-02-21 114636 224 224 (1] (] 80 [ 157 1]
018-02-21 141336 224 2 (1] [] 50 0 167 108
2018-02-21 141295 224 1] [T} (] 50 [l 167 100
Log Off 2018-02-21 141134 222 22 [1] [] 50 0 157 108
2018-02-21 1410398 222 22 [T} (] 50 0 167 100
Help 2018-02-21 140833 224 m [1] ] 80 ] 157 100
2018-02-21 140838 222 22 (1] (] 50 0 167 100
2018-02-21 140732 224 24 (1] [] 150 0 157 100
2018-02-21 140632 222 22 [T} (] 50 1 167 100
2018-02-21 140592 224 224 0 [] 350 [ 167 108 ¥
@‘ Y Fst Page  |[Previous Page | Mext Page Last Page Save Delete POF Output Log Option
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Item name Description
(D | Period Setting Set the period for displaying data logs.
Set the date and time or the period by selecting the corresponding radio
button.

- Date and Time: Select a value from the pull-down menu in weeks.

- Period: Enter the start date (From) and the end date (To) each in the
date format "YYYY-MM-DD" or select a value from the calendar by
clicking the " @ button.

* When the [Submit] button is clicked, the data log list is displayed in the
lower part of the screen.

@ | Data Log List Display the data logs for the specified period.

* At the top of the list, display the maximum value, minimum value, and
average value for each data item.

The transition of commercial power voltage is displayed by a line chart.

For operating charts, see the next page “Chart Display”.

Chart button (%)

Navigation Button If the displays extend over a plurality of pages, you can change the
pages by the [First Page], [Previous Page], [Next Page] and [Last Page]
buttons.

[Save] Button Save the data log (CSV format). When the [Save] button is clicked, the

data log is compressed and saved with a name
(DataLogCSVYYYYMMDDhhmm.zip) in the following level.

C:¥Users¥Public¥Documents¥OMRON¥PAL

* Alog is saved with a file name with YYYMMDDhhmm (year, month,
day, hour) after being compressed as a zip file. If a file with the same
file name exists, it is overwritten.

[Delete] button All saved logs are deleted.

[PDF Output] Button Outputs the data log in PDF format. When the [PDF Output] button is

clicked, the data log is compressed and saved with a name

(DataLogPDFYYYYMMDDhhmm.zip) in the following level.
C:¥Users¥Public¥Documents¥OMRON¥PAL

* Alog is saved with a file name with YYYMMDDhhmm (year, month,
day, hour) after being compressed as a zip file. If a file with the same
file name exists, it is overwritten.

[Log Option] button Set a recording interval and others for data logs.

Select each value in the pull-down menu, and click the [Submit] button.

« Maximum Data Log Record Time: Recording period of time for data
logs
(S%tting value: 1 to 15 weeks/Initial value: 15 weeks)

* Record Interval Time (On Line): Data recording interval during
commercial operation
(Minimum value: 5 seconds/Initial value: 60 seconds)

* Record Interval Time (On Battery): Data recording interval during
backup operation (Minimum value: 5 seconds/Initial value: 10
seconds)

hitial Value

DEtE LDH Opf.i:jn

Maximum Data Log Record Time 15 ~ ek
Record Interval Time (On Line) 60 v | Second(s)
Record Interval Time (On Battery) 10 ¥  Second(s)

Submit Cancal

* When the [Initial Value] button is clicked, each initial value is restored.

“PAL User's Manual — 43 — Windows Version



5. Operation and Detail Setting

m Chart display

When the [Chart] button is clicked, the following chart is displayed.

¥ Dutaleg - o b4

Commercial Power Voltage

® ot Volsee

Croase Chart [Fast 1 e & || Sat ]i

ltem Description

(D | Create Chart Select a period for recorded logs to be displayed in chart form in the
pull-down menu.

Select among "Past 1 hour, Past 12 hours, Past 24 hours, and Past 1
week".

@ | [Setting] Button When the [Setting] button is clicked, data is displayed as a chart.
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5-11 Event Action Setting

When an event occurs in this product or the UPS, the action specified for it can be executed.

<Hint>

* When the settings have been changed, be sure to click the [Submit] button.

* For details on scripts, see "5-7 Script setting” p.32.

%) PowerAttendant Lite - x

omRronN

Easy Setting Event Action Setting
Top

Shutdown Parameter

Script Setting ®
Schedule
Log
Event E 3
Event Hame Description ~
Frput power supply normal Starts commercial cperation
UPS Start Settirlg io:r;:\:lm established g::xledn:o;:‘m:alm with the UFS.
Agent Stop Steps Agent
X Bty Ao Tot resk OF Th esuof e sl check fnOK ad o X
Seﬂn:hr'&lec! UPS Qutlet”™ changed M;crlnl ma.mednwsmw Pa
Log Off Setting for “Power Faikure Delay Time" changed The setting was changed in the Stutdown Pa
Setting for “Shutdown Starl Delay Time” changed The setting was changed in the Shutdown Pa
Help Settireg for *Shuitdorn Need Time™ changed The s#tting was changed in the Shutdown Pa
Setting for "Outlet Output Stop Delay Time™ changed The setting was changed in the Shutdown Pa
Setting for “Outlet Delay Time of UPS Boot Up™ changed The stting was changed in the UPS Boot/Ru
Sl e s S e e oottt e
Submit Cancel
Iltem Description
(D | Action File Name Display a "script name" registered in the Script Setting.
See "5-7 Script Setting" p.32.
[Modify] Button * When the [Modify] button is clicked, the event log list is

displayed in the lower part of the screen ©.

@ | Events List Specify an event that triggers the execution of an action.

Events are classified into "Information”, "Warning", and "Error",
so that events are selected together by classification or on an
individual basis.

In addition, multiple events can be selected for a single action.
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5-12 UPS startup settings

You can set conditions for UPS reboot or UPS operation.

<Hint>

When the [Initial Value] button is clicked, the initial setting values held by this product are restored.
The following are the initial values for this product (different from the factory-default values of the UPS before
shipment).

UPS Auto Reboot: Yes

UPS Start Delay Time: 5 seconds

Battery Level: 0%

Send Output Start Delay Time Command: Yes
USP Cold Start Function: Yes

¥ PowerAttendant Lite = x
OmRonN

Easy Setting

UPS Start Setting

Top Initial Vahue

Shutdown Parameter

UPS Reboot Setting

UPS Auto Reboot | Yes v

@

Script Setting

UPS Start Delay Time | 15| AW Second(s)
Schedule

Battery Level | (179 4F]

Log

® Output Start Delay

Event

UPS Start Setting

UPS Start Setting

Other Settings

@

Log Off

USP Cold Start Function Mo -

Help

Submit Cancel

<Hint>

When the settings have been changed, be sure to click the [Submit] button.
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Item name Description

(D | UPS Auto Reboot Set the operation of the UPS when power is recovered after the

UPS shuts down due to an AC line failure.

* For a UPS model whose reboot setting is made with the
setting switch on the main unit, this item is disabled.

UPS Start Delay Time Set the delay time from power recovery to the start of UPS

startup operation. (Setting value: 0 to 999 seconds)

* This feature is disabled for a model not having it.

Battery Level Set the UPS not to start up until the battery level becomes

equal to or higher than the set level. (Setting value: O to
100%/in increments of 10%)

* The factory default value on the UPS side is 0%.

* This feature is disabled for a model not having it.

@) | Output Start Delay Time of UPS Set a delay to the power supply output start time by outlet group
Boot Up for a UPS model with the outlet control feature.

This setting is used when it is desired that a time interval be
provided before the supply of power to the connected device
starts. To set the delay time, select "Yes" for "Send Output Start
Delay Time Command".

* This feature is disabled for a model not having it.

(3 | UPS Cold Start Set the Cold Start feature for the UPS.

The Cold Start feature starts up the UPS (supplies power to the

connected device) even where AC power is not available.

When "Yes" is selected for Cold Start, without connecting to AC

power, by turning the power switch of the UPS on, backup

operation (battery output) starts.

* When the UPS operates in Cold Start mode, the UPS stops
when the battery becomes low.

* This feature is disabled for a model not having it.
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6. Other Settings

This chapter describes the "Other Settings" menu.

6-1 UPS Setting

Sets such items as a feature of the UPS itself and the battery replacement date.

<Hint>

When the settings have been changed, be sure to click the [Submit] button.

%) PowerAttendant Lite

OomRron

Easy Setting

Top

Shutdown Parameter
Script Setting

Schedule ®
Log ®

Event

UPS Start Setting

Other Settings

UPS Setting

Communication Setting

Manual Operation

UPS Setting

Submit GCancel

UFS Uze Date:

Battery Replace Date:
Previous Battery Replace Date:

| Mext Battery Replace Date (Scheduled Date):

Submit Cancel

Command Tral ission

User Access Right Se...

Synchronization Setting
Log Off

Help
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Item name Description

(D | Battery Auto Test Set Battery Auto Test, which is executed every four weeks by the UPS.

Battery Auto Test is a function for periodically checking the capacity of
the built-in battery.

* For a UPS model that changes the setting for this item with the setting
switch on the main unit, this item is disabled.
@) | Output Voltage (V) Set the output voltage for the UPS.

Bring the UPS into its standby state (AC input turned ON/power switch
turned OFF), and then change the setting.

* When power is fed to the computer from the UPS controlling that
computer, start up the computer using another power source, power
off the UPS, and then change the setting.

* This feature is disabled for a model not having it.

Input Sensitivity Set the input sensitivity for the UPS.

Bring the UPS into its standby state (AC input turned ON/power switch
turned OFF), and then change the setting.

@ * When power is fed to the computer from the UPS controlling that
computer, start up the computer using another power source, power
off the UPS, and then change the setting.

* This feature is disabled for a model not having it.
* For details on the input voltage sensitivity, see the manual for the
UPS.
@3 | UPS Use Date Set the date when the use of the UPS started.
Either enter the date in "YYYY-MM-DD" date format, or click the _é_
button to select a date from the calendar.
Battery Replace Date Set the date when the battery was replaced.
Either enter the date in "YYYY-MM-DD" date format, or click the _5_1_
button to select a date from the calendar.
Next Battery Replace Set the date by determining a battery replacement schedule from such
Date data as the life expectancy of the UPS battery, usage environment, and
(Scheduled dates) usage.

Either enter the date in "YYYY-MM-DD" date format, or click the e
button to select a date from the calendar.
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6-2 Communication Setting

Configures settings related to communication between the UPS and this product.

| 9} PowerAttendant Lite - *
| OmRON
| Easy Setting Communication Setting
| Top Tnitial Vaks
| Shutdown Parameter —
UPS Communication Part

| Script Setting No  Communication Port UPS Model Delete
| I UsE! SEBA-2DDMOLF  [FEEIE
| Schedule ®
| Log
| Event

GOM search ot LIPS detection: [Search for all COM ports - Add Autp Select

| UPS Start Setting

Other Settings MNe

IF you change fem, automatically lngoff in order to enable the sotting. Pleass login again,
UPS Setting

[Famarks]

Access Port | 50001 Enter ~ 07 when using &5 & standalons system
Manual Operation

Command Transmission Diata Update Time 0 A ¥ Secondls)
User Access Right Se Logoff Time
Synchronization Setting Logilt T SRR Minsalz)
Log Off Submit Cancel
' Help
<Hint>
- When the settings have been changed, be sure to click the [Submit] button.
- Click the [Initial Value] button to restore the initial values for Network Setting, Data Update Time, and Logoff
Time.
Item name Description
(D | Communications Port Displays the communication port to which a UPS unit is connected.
UPS Model Displays the model of a connected UPS unit.
[Delete] button Deletes the communication port (COM port) to which a UPS unit is
connected.
* When a communications port is deleted, communication with the
connected UPS is disconnected.
* Note that a USB port cannot be deleted.
COM search at UPS Set the search target port option for automatic UPS detection.
Detection The following table shows the operation of each option.
Do not search for COM ports Search among USB ports only
Search among the specified Search among the registered
COM ports only COM ports, then USB ports
Search among all COM ports Search among USB ports, then
COM ports
(D | [Add] Button When fixing a COM port, use this button for that setting.
Select "Search for specified COM ports only" in the "COM search at
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Item name Description
UPS detection" field, and click the [Add] button.

LIPS Communication Port
o Gommunication Port UPS Model Delete
1 usel SOBA-24DMD2MOLF  Delate
GOM search at UFS detection: | Search for specified GOM ports only v | | Add I Auto Select

When the "Communication Port Setting" screen appears at the bottom,
select a COM port, and click the [Submit] button.

Communication Port Setting

Select the COM port to connect UPS to, and click the [Submit] button

Communication Port | GOMS - |

Submit Gancel

[Auto Search] Button The UPS is automatically detected based on the operation selected for
"COM search at UPS detection".

@ | Access Port Set the access port number for this product.
The initial setting is 50001 port.

*When "0" is selected, the access port is closed. For use in stand alone
mode, set "0".

Broadcast Set Broadcast for this product.

* |f Broadcast is set to be stopped, Agents other than yours are not
displayed anymore in the Agent List screen.

Prohibit connection from Operation from remote computers is prohibited.

outside
(@ | Data Update Time Set the interval for updating data in the Monitor screen.
@ | Logoff Time Set the time for logging off from the Agent.
<Hint>

When the network settings are changed, to enable the settings, log off once. Log in again if necessary.
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6-3 Manual operation

Describes various manual setting.

Top

Log

Event

Shutdown Parameter

Script Setting ® L

Schedule

Communication Setting
Manual Of
Command Transmission
User Access Right Se...

Synchronization Setting

@ PowerAttendant Lite
omRrRonN

Easy Setting

Manual Operation

UPS Start Setting ®

UPS Setting

Log Off
Help |
Item name Description
(D | [Buzzer Test] Button Buzzers of UPS are sounded.

Setting Buzzers

Set buzzers sounding status.

Prevents all the buzzers from
sounding.

Prevents the buzzer from sounding
when an AC line failure occurs and
Disable the buzzer when a battery replacement

(during backup only). | notification is displayed.

Causes the buzzer to sound when an
error occurs in the UPS.

Disable Buzzer

Causes all the buzzers to sound.

Enable Buzzer (UPS factory default)

Shutdown Immediately

Executes the shutdown of the OS and the UPS with this product.

In the following warning screen, when the [OK] button is clicked, after the
set AC Fail Delay time (seconds), shutdown starts.

@) Shutdown Immediately - m] X

Starting Shutdown Immediately operation.
Is it OK?
Power Failure Delay Time

ALY seeond

OK Gancel

* When the UPS is stopped with "Shutdown Immediately", to reboot the
UPS, turn ON/OFF the power switch of the UPS main unit.
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I[tem name Description

@ | Self Test Executes a self test (a 10-second discharge test) for the UPS.

The result is displayed as follows.

* Success (yyyy/mm/dd hh:mm)

* Test result: NG ("Hardware Abnormal") yyyy/mm/dd hh:mm

* Test result: NG ("Battery Weak") yyyy/mm/dd hh:mm

@ | Outlet For a model with the outlet control feature, executes the start/stop
(ON/OFF) of power output from outlet B/C.

* For a model without the outlet control feature, this item is disabled.

(5 | Setting Information Imports/exports the setting values of this product.

Click the [Export] button to export the setting values into the following
level. The file name is fixed as "APP_Settings.zip".
C:¥Users¥Public¥Documents¥OMRON¥PAL

Click the [Import] button to import the saved setting information from the
following level.

C:¥Users¥Public¥Documents¥OMRON¥PAL

* After the setting values are imported, the Agent must be restarted.

@ PAL ? X

Import is completed.
Please restart an agent from a task-tray icon to reflect settings.

When the warning screen appears, click the [OK] button, and restart
according to the following procedure (See "Stopping/starting the Agent"
p.24).

D Right-click the task tray icon and select "Agent Stop".

@ Check that the red x mark is put onto the icon.

@ Right-click the icon and select "Agent Start".

@ Check that the red x mark on the icon disappears.

Then, the restart of the Agent is completed.

<Caution>

Precautions when importing the UPS settings
To import the UPS setting values as a setting file, change the setting for "Synchronization Setting" to
"Priority given to the PAL settings." in advance.
When "Priority given to the UPS internal settings." is set for "Synchronization Setting", the settings inside
the UPS become valid. For details on Synchronization Setting, see "6-6 Synchronization Setting" p.56.
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6-4 Command Transmission

Sends

a command and checks a response from the UPS.

<Hint>

This fu

nction is used for maintenance or customer support.

Top

Script S
Schedu
Log

Event

Manu

@) PowerAttendant Lite
OomRON

Easy Setting Command Transmission

Shutdown Parameter

UPS Start Setting

Other Settings

UPS Setting

Communication Setting

etting
le This function iz used by mantenance or customer support personnel
Command input
Send

Response from UPS

al Operation

[ Command Transmission "

User Access Right Se...

Synchronization Setting

Log Off

Help
ltem Description

(D | Command Input Enter the UPS command and click the [Send] button.
Response from Response from UPS is displayed.
UPS
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6-5 User Access Right Setting

Additionally registers, modifies, or deletes a user that can log in to the Agent (login ID).

<Hint>

When the settings have been changed, be sure to click the [Submit] button.

9 PowerAttendant Lite

omRron

Easy Setting User Access Right Setting

Top

Shutdown Parameter
Script Setting

Schedule ®
Log

Event

UPS Start Setting

Other Settings
UPS Setting @

Manual Operation

Command Transmission

Communication Setting Password Confirmation Input:

Access Right (@) Full Access
) Read Only

O Custom

User Access Right Se...

Synchronization Setting

Log Off

Help

Submit Cancel

Item

Description

(D | Registered User List

Display a list of registered users.
*A maximum of 10 users (10 IDs) can be registered.

[Log] Button

Select the user and click the [Log] button.

Display the operation logs ("Add Account”, "Modify Account", and "Delete
Account") for the selected user.

[Register] Button

Click the [Register] button. In the "User Access Right Setting" screen ()
at the bottom, register a new account.

@ | Login ID
/Password

Set a new account.

Access Right

Select an access right of the user with a radio button.

Full Access Can set or modify all.
Read Only Can only view setting content.
Custom Set the right to be given on an item basis.

Select the items that can be set or modified
using the check boxes in the right pane.
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6-6 Synchronization Setting

This product has a function for changing the settings inside the UPS. This item is used for setting priority
between the setting values inside the UPS and the setting values in this product. If both setting values are
not the same, those priority is given to (UPS or this product) overwrite the other setting values.

<Hint>
For the related settings inside the UPS, see the following items.

"4-4 Shutdown parameter setting" p.17 — "AC Line Failure Maximum Backup Time"
"5-12 UPS startup settings" p.46 — "UPS Reboot Setting", "UPS Cold Start"
"6-1 UPS setting" p.48 — "Battery Auto Test", "Input/Output Setting", "Battery Replace Date"

¥ PowerAttendant Lite o X

OmRrRON
Easy Setting Synchronization Setting

Top

Shutdown Parameter @ Priority Level | Priority given to the UPS intemal settings. =

Submit Cancel

Script Setting

Schedule

Log

Event

UPS Start Setting

UPS Setting
Communication Setting
Manual Operation
Command Transmission

User Access Right Se...

Synchronization Setting

Log Off

Help

Item Description

(D | Priority Level Select between "Priority given to the UPS internal settings." and "Priority

given to the PAL settings.", and click the [Submit] button.

* When "Priority given to the PAL settings." is selected, the values held by
this product are written into the UPS.

<Caution>
To change the settings inside UPS by using the setting information in this product, "submit" "Priority given to

the PAL settings.", then import the setting information.
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7. [Uninstallation procedure]

This chapter describes how to uninstall (delete) this product.

7-1 Before uninstallation

- Log in to the computer with a username with administrator authority.
-Terminate other active applications.

7-2 Uninstallation

@D Select "Start", then open "Control Panel".

[E Control Panel

« « 4 [EZ » Control Panel >

Q View event logs

Hardware
Add a device

settings

View devices and printers “'*
s

Adjust commonly used mobility

Adjust your computer’s settings

System and Security
Review your computer’s status ﬂ

View network status and tasks

s~ Programs
['];' Uninstall a program

off

9 Tum Windows features on or @

- a

v O Search Co..

Viewby: Category ~

User Accounts
0 Change account type

i Appearance and

\" 3 Network and Internet h:"
_—
~ . "{

Personalization
Change the theme

Clock, Language, and
Region

Add a language

Change input methods

Set the time and date

Change date, time, or number
formats

Ease of Access
Let Windows suggest settings
Optimize visual display

@ Click "Uninstall a Program" under "Programs".

Programs
[.\];[ | Uninstall a program

off

Turn Windows features on or

® Double-click "PowerAttendant Lite".

Ej Programs and Features

Control Panel Home

View installed updates

Q Turn Windows features on or
off

1 [ > Control Panel > Programs > Programs and Features

Uninstall or change a program

-— O X

v O Search Pr... 0

To uninstall a program, select it from the list and then click Uninstall,

Change, or Repair.
Organize ¥  Uninstall
Name -

| @) PowerAttendant Lite

<

\J

OMRON Corporation

= v @
Publisher o]

OMRON Corporatic
v
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7. [Uninstallation procedure]

@ Click the [Yes] button.

PowerAttendant Lite - InstallShield Wizard

Do you want to completely remove the selected application and all of its features?

N

* The progress of deletion is displayed. Wait a while.

PowerAttendant Lite - InstallShield Wizard X

Setup Status ﬂ

The InstaliShield Wizard is removing PowerAttendant Lite

Valdating install

® Click the [Finish] button.

PowerAttendant Lite - InstallShield Wizard

Uninstall Complete

InstallShield Wizard has finished uninstaling PowerAttendant
Lite.

Now the deletion of PowerAttendant Lite is completed.

<Hint>

» The above procedure completes the deletion of PowerAttendant Lite. However, the folder where such data as
event logs, data logs, and script files is stored is left undeleted.
To delete such data completely, delete the "OMRON" folder in the following level.
C:¥Users¥Public¥Documents¥OMRON

* Besides the above procedure, uninstallation can be executed by starting the "Setup.exe" with the same

version as the version of the installed PowerAttendant Lite.
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The document may not be reproduced in whole or in part without the express written permission.
The contents of the document may change in the future, without notice.

OMRON Corporation

K1L-D-18004D
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